5 Thompson
of ﬁ bt

h?Vl“”LﬂWﬁLB*

USE Hefsrence HNunbey
ACHD Reference Numb
#7 Battery Igniter
UsSS Clsirton Works

VS eman

revises
referred

he attaschsd form
should be

SUr

.

matter

o3

g

ontrol

r

Sl
Flare

report o
Ooleen

M.

ot ion

f

16,

July

2008

U. 8. Environwental Protection Rgenoy
Begion 11X
Air, Radiation & Tomics Divizion

1650 Arch Strest

Philadelphia, PR 1491003-202%

ATTN: James W. Hagedorn

Department of Justice

hnerOﬁmenh*? and XNatural Rescurce Division

snvironment

Enforoasment Saction

P.G. Bow 7611

Ben Franklin Station
Washington, D.C. 20044
ATTH: David Street, Esq.

st o:ta
Davis at

0y ("‘L

TR
L o]

ztions con

rring

P
LNe s

Mark
Plant Man
Clairton

Y S
G

Work

ger

ED_002508A_00001110-00001



NOTICE OF BREAKDOWN OF EQUIPMENT
ARTICLE X¥T - SECTION 2108.1

1. USS Reference Number: {J§-0573
ACHD Reference Wumber: 10412
2. Date & Time of Breakdown: Date: 07/15/08 Time: 0700 hours
3. Company Name: U.35. Steel Corporation - USS Clairton Works
4. Specific Equipment Involved or Affected: #7 Battery Igniter Flare
5. BAPC Permit Number (if applicable):
8. Location: Clairton, PA
7. Nature and cause of breakdown: For safety reasons, the #7 Rattery
Igniter Flare was unavailable for service while the pitah trap
was changed.
8. Identification of Emissions:
A . Type(s) {CO, NOX, 80;, Particulates, Hydrocarbons, etc.)
No envirommental impact.
B. Toxic gualities of each type (including its gualities as an
irritant, and its potential for causing iliness, disability,
or mortality). N/A
C. Amount of each type emitted (or likely to be emitted).
WA
g. Measures taken (or to be taken) to minimize length of breakdown
and amount of emissions, including shutdown or curtailment {or
why it is impossible or impractical to do so).
The igniter flare was avallable for service at the completion of
the task.
1G. Facility back in operation - Date: 07/15/08 Time: 1310 hours
Signature / { @»u/{é K/:?( pate /-/h-0O%
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